
The unit can include – next to power sockets – data 
RJ45, video VGA, DVI, HDMI, DisplayPort, RCA, 
S-Video, audio miniJack, XLR, S/PDIF, serial ports 
USB, RS232, control switch and others.

Versions: 3-modules,
4-modules, 6-modules

The modular design 
enables flexible 
configuration of the unit.

magnat-Box Hinged box built-in table desk/top. Cover with brush strip allows for
ergonomic use of the box in opened and closed position. Versions: 3, 4 and 6-modules.

Multimedia within your grasp...

STANDARD COLOURS:

  white (RAL9003)

  black (RAL9005)

  silver-grey (RAL9006)

  stainless steel (INOX)

 chromed-plated steel (CHROME)

magnat-Box
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Version X Y

3-modules 198 mm - 203 mm 139 mm - 140 mm

4-modules 241 mm - 246 mm 139 mm - 140 mm

6-modules 327 mm - 332 mm 139 mm - 140 mm

Assembly to table/desk top with thickness of up to 30 mm. Assembly to table/desk top with thickness of up to 50 mm.

Use M5 screws to fix Magnat-Box to the desk.
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Mounting holes dimensions:
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wersja 4-modułowa 247,5 mm

wersja 6-modułowa 337,0 mm
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4-modules version 259,0 mm

3-modules version 216,0 mm

6-modules version 349,0 mm

4-modules version
3-modules version

6-modules version

Variety of configuration options using 
power and multimedia modules. 

Insert Magnat-Box into mounting hole and assembly of mounting brackets.


